ATEX CERTIFICATION

ELECTRICAL PART ATEX CERTIFICATION

A selection of electrical parts conform to the terms
of the 2014/34/EU directive and are made for potentially explosive
environments - zone 0/20, 1/21 and 2/22.

Within the coil section, the presence of the ATEX logo @
shows that the coil is ATEX approved.

PRESSURE VESSELS ATEX CERTIFICATION

A selection of pressure vessels conform to the terms

of the 2014/34/EU directive specific to non electrical equipment
for use within potentially explosive environments -

zones 0/20, 1/21 and 2/22.

NAMUR & piped valve ranges now include a marking which
indicates mechanical ATEX approval.

Within the valve section, the presence of the ATEX logo @
shows that the valve is ATEX approved.

SOLENOID VALVE CERTIFICATION

When both the electrical and mechanical part are
ATEX approved, the solenoid valve can be used in explosive
atmospheres.

The solenoid valve can be delivered assembled and tested.
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FCSE IS MEETING
WORLD CLASS STANDARDS

QUALITY STANDARDS:

° ISO 9001
° ISO 14001

° OHSAS 18001

CERTIFICATIONS AND APPROVALS:

Our products have been approved and are compliant with the relevant market requirements including:

° CE ° AGA
° ATEX ° NEPSI c € SE
° RoHS e KOSHA
° uL o IMQ o
° REACH ° NSF N @
IECExX ° VDE
° CSA ° Ex EAC
° DIN-TUV @ G
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