
Ordering and Specifi cation

Maximum Flow Rates Clean Change

 Microfi lter 18 GPM (68 LPM) 52.5 GPM (199 LPM) 35 GPM (132 LPM) < 2 PSID 15 PSID

 Filter Separator/ 
 Absorptive 10 GPM (38 LPM) 31.5 GPM (119 LPM) 21 GPM (79 LPM) < 2 PSID 15 PSID

FBO-10                               Diesel                             Gasoline                         Kerosene                          Delta P                        Delta P

Performance Specifications

 Filter Separator   1  FBO 60327  FBO 60336

     5  FBO 60328  FBO 60337

     10  FBO 60353  FBO 60356

     25  FBO 60329  FBO 60338

 Micro Filter   1  FBO 60330  FBO 60339

     5  FBO 60331  FBO 60340

     10  FBO 60354  FBO 60357

     25  FBO 60332  FBO 60341

 Absorptive Filter  1  FBO 60333  FBO 60342

     5  FBO 60334  FBO 60343

     10  FBO 60355  FBO 60358

     25  FBO 60335  FBO 60344

Application  Micron FBO-10 FBO-14
  Rating Element Element

Element Applications

23

 Microfi lter 25 GPM (95 LPM) 75 GPM (284 LPM) 50 GPM (189 LPM) < 2 PSID 15 PSID

 Filter Separator/
 Absorptive 15 GPM (57 LPM) 45 GPM (170 LPM) 30 GPM (114 LPM) < 2 PSID 15 PSID

FBO-14                               Diesel                             Gasoline                         Kerosene                          Delta P                        Delta P


