5 WAY PNEUMATIC DISTRIBUTORS
(PIPE MOUNTING/SUB-BASE MOUNTING)
PILOT OPERATED

5/2

ANODIZED ALUMINIUM 42
PIPE MOUNTING /AR
5 b 3 0
1
Port Orifice  Flow Operating Fluid  Seat Power Coil Dwg.
size @  factor Dli’frfzsr::l\{;ﬂ Temp.  Seal Group No.
1 Min Max (MOPD) Min Max Valve Housing Ref. Coil
Ref. Ref.
BSP Qn AC DC . : AC DC
mm  I/min  bar bar bar °C °C w w
1/8- 6 630 1 10 - -10 75 NBR 345B34 , 4269 484990 1 = 4.0 3286
174" 6 630 1 - 10 -10 75 NBR 345B34,, 4269 485400 -1 40 3286
1/4" 8 1000 1 15 - -10 75 NBR 345B04 4269 484990 1 - 4.0 3309
8 1000 1 15 -10 75 NBR 345B04 4269 485400 - 13 4.0 3309
12" 14 2500 1 15 - -10 75 NBR 345B24 4269 484990 1 - 4.0 3315
14 2500 1 15 -10 75 NBR 345B24 4269 485400 - 13 4.0 3315
Notes:

1.Valve only compatible with air and neutral gases
2.With flow regulator e manual override
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