Integrated Coil Offering

Part Number Type of Termination Voltage Wattage Class
CHART 7 (Continued)
L111B2 24/60
L111P3 120/60, 110/50
L111Q3 240/60, 220/50
L111C1 18" Leads 12VDC 10 F
L111C2 24VDC
L111C6* 120VDC
L222B2* 24/60
L222P3 120/60, 110/50
L222Q3 240/60, 220/50
L222C1 18" Leads 12VDC 10 H
L222C2 24VDC
L222C6 120VDC
T100B2* 24/60
T100P3 120/60, 110/50
T100Q3 240/60, 220/50
T100C1 1/4" Tab (spade) 12VDC 10 F
T100C2* 24VDC
T100C6* 120VDC
s100B2* 24/60
S100P3 120/60, 110/50
S100Q3 220/50, 240/60
S100C1* Screw Terminal 12VD0 10 F
S100C2 24VDC o) 9
S100C6 120VDC % ;
S200B2 24/60 Q g..
S200P3 120/60, 110/50 3 §
S200Q3* 240/60, 220/50 ~NoO
S200C1* Screw Terminal 19VDC 10 H o
S200C2* 24VDC
$200C6* 120VDC

* Not in list price book. Minimum order quantities may apply. Consult factory
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