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11577
SAE Code 61 Flange Head
ISO 12151-3-S-L

Part
Number

Flange
inch

Hose I.D.
inch

A F B

Additional
Material
Stainless
Steel (C)inch mm inch inch mm

11577-8-8 1/2 1/2 3.52 89,6 1-3/16 2.30 58,6 •
11577-10-10 5/8 5/8 3.90 99,0 1-11/32 2.55 64,8
11577-12-8 3/4 1/2 2.52 64,0 1-1/2 1.30 33,0
11577-12-12 3/4 3/4 4.23 107,4 1-1/2 2.59 65,9 •
11577-12-16 3/4 1 4.70 119,4 1-1/2 2.75 69,8
11577-16-12 1 3/4 3.27 82,9 1-3/4 1.63 41,5
11577-16-16 1 1 4.70 119,4 1-3/4 2.75 69,9
11577-16-20 1 1-1/4 5.11 129,8 1-3/4 2.84 72,1
11577-20-12 1-1/4 3/4 3.66 92,9 2 2.31 58,6
11577-20-20 1-1/4 1-1/4 5.42 137,7 2 3.15 80,0
11577-20-24 1-1/4 1-1/2 5.76 146,3 2 3.37 85,6
11577-24-16 1-1/2 1 3.78 96,0 2-3/8 1.83 46,5
11577-24-20 1-1/2 1-1/4 3.94 100,1 2-3/8 1.67 42,4
11577-24-24 1-1/2 1-1/2 5.52 140,2 2-3/8 3.13 79,5
11577-24-32 1-1/2 2 6.42 162,9 2-3/8 3.66 93,0
11577-32-24 2 1-1/2 4.59 116,6 2-13/16 2.20 55,9
11577-32-32* 2 2 6.43 163,2 2-13/16 3.67 93,2
11577-40-32 2-1/2 2 5.28 133,9 3-5/16 2.52 64,0

14A77
SAE Code 61 Special Flange Head - 5,000* psi
ISO 12151-3-S-L

Part
Number

Flange
inch

Hose I.D.
inch

A F B
inch mm inch inch mm

14A77-20-12 1-1/4 3/4 3.66 92,9 2 2.02 51,4
14A77-20-16 1-1/4 1 3.54 89,9 2 1.59 40,4
14A77-20-20 1-1/4 1-1/4 5.42 137,7 2 3.15 80,0
14A77-20-24 1-1/4 1-1/2 5.76 146,3 2 3.37 85,6
14A77-24-16 1-1/2 1 3.78 96,0 2-3/8 1.83 46,5
14A77-24-20 1-1/2 1-1/4 3.94 100,1 2-3/8 1.67 42,4
14A77-24-24 1-1/2 1-1/2 5.52 140,2 2-3/8 3.13 79,6
14A77-24-32 1-1/2 2 6.42 162,9 2-3/8 3.66 93,0
14A77-32-24 2 1-1/2 4.59 116,6 2-13/16 2.20 55,9
14A77-32-32 2 2 6.43 163,3 2-13/16 3.67 93,2
*Must be used with 5050HK Flange Kits
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See Accessories Section for O-Rings and Flange Kits.

WARNING:     The products described in this catalog can expose you to chemicals, including Lead, 
which is known to the State of California to cause cancer and birth defects or other 
reproductive harm.  For more information go to www.p65warnings.ca.gov.

WARNING:     The products described in this catalog can expose you to chemicals, including Lead, 
which is known to the State of California to cause cancer and birth defects or other 
reproductive harm.  For more information go to www.p65warnings.ca.gov.

Refer to Pressure Rating of Hose End Connections Chart on page 481.

* This specifi c size in stainless is not able to be crimped in any Parkrimp machine.

https://ph.parker.com/us/en/product-list/77-series-fittings
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