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JK – Jack Hose
Parker Jack Hose should be your choice for use on hydraulically powered jacking 
equipment. From its engineered inner tube, and twin braids of high-tensile steel 
reinforcement, to its durable outer cover, our hydraulic Jack Hose has been designed 
for high performance, easily supporting the rigors of high tonnage hydraulic jack 
applications. Jack Hose comes with the added benefi ts of the world’s largest 
distributor network and Parker’s unequalled technical services.

• 10,500 max working pressure
• Engineered inner tube provides exceptional hydraulic fl uid compatibility
• No-Skive design eliminates the need to remove hose cover before crimping

Application: Petroleum base hydraulic fl uids and lubricating oils.

Inner Tube: Synthetic rubber.

Reinforcement: Two braids steel wire.

Cover: Synthetic rubber, MSHA accepted.

Temperature Range: -40°F to +120°F (-40°C to +49°C).

Fittings:  10143-4-4, 10143-4-6, 10143-6-4, 10143-6-6 pg. 86.

JK
Hydraulic – Jack Hose
ISO 1436-1 TYPE 2SN / SAE J517 100R2AT / EN 853 TYPE 2SN / NFPA 1936 / EES 116-4

Part
Number Hose I.D. Hose O.D.

Working
Pressure

Minimum
Bend Radius Weight Parkrimp

inch mm inch mm psi MPa inch mm lbs/ft kg/m 43 Series
JK-4 1/4 6,3 0.59 15 10500 72,4 4 100 0.26 0,39 Link
JK-6 3/8 10 0.75 19 10000 70 5 125 0.37 0,55 Link

NOTE: THIS PRODUCT CAN ONLY BE ASSEMBLED BY CERTIFIED DISTRIBUTORS OR CUSTOMERS ACCORDING 
TO THE METHODS PRESCRIBED IN BULLETIN 4480-T18-US.  JK HOSE HAS A 2:1 DESIGN FACTOR.

•  See Section 3 for Parkrimp Assembly Instructions.

•  Temperature Range of other media listed in Section 18.
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The products described in this catalog can expose you to chemicals, including Lead, which is known to the State of California to cause cancer and birth defects or other reproductive 
harm.  For more information go to www.p65warnings.ca.gov.

WARNING

HYDRAULIC

https://ph.parker.com/us/en/product-list/10000-psi-constant-working-pressure-hose-jk

