Medium Pressure Parkrimp No-Skive Fittings
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14946-10-4 14948-10-4 6 1/4 4 6.4 47 24 10
14946-12-4 14948-12-4 6 1/4 4 6.4 50 26 12
14946-14-4 14948-14-4 6 1/4 4 6.4 51 28 14

14948-16-4 6 1/4 4 6.4 55.6 29 16.1
14946-14-5 14948-14-5 8 5/16 -5 7.9 51 28 14
14946-16-5 14948-16-5 8 5/16 -5 7.9 53 30 16
14946-16-6 14948-16-6 10 3/8 -6 9.5 53 30 16
14946-17-6 14948-17-6 10 3/8 -6 9.5 53 30 17
14946-18-6 14948-18-6 10 3/8 6 9.5 55 32 18
14946-22-6 14948-22-6 10 3/8 6 9.5 58 35 22
14946-18-8 14948-18-8 12 1/2 -8 12.7 56 32 18
14946-22-8 14948-22-8 12 1/2 -8 12.7 59 35 22
14946-22-10 14948-22-10 16 5/8 -10 156.9 60 35 22
14946-26-12 14948-26-12 19 3/4 -12 19.1 66 40 26
14946-27-12 14948-27-12 19 3/4 -12 19.1 66 40 27

To select corresponding screw and seals see section Eb.

Approved fitting series for hose types, depending on size: Ao available in stainless steel. Details can be found in CAT 4400.1/UK
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