High Pressure ParLock Fittings

DIN — Metric VS Series
CA Female Metric 24°

Light Series with 0-Ring ' e

Swivel - Straight

e |

1ISO 12151-2-SWS-L - DKOL

KCAVS-10-6 | 10 | 38 | -6 | 95 | Miexl5 | 10 \ 65 \ 26 \ 19
KCAVS-12-6 | 10 | 88 | -6 | 95 | Migxi5 | 12 \ 62 \ 23 \ 22
KCAVS-15-8 | 12 | 2 | -8 | 127 M22x1.5 | 15 \ 70 \ 27 \ 27

Fittings with standard O-ring seals can be used for temperatures from -40 °C up to +105 °C.
O-rings see section Eb. Special O-rings are available on request.

CE Female Metric 24°
Light Series with O-Ring - i
Swivel - 45° Elbow
ISO 12151-2-SWE -L - DKOL 45°

KCEVS-12-6 | 10 | 38 | -6 | 95 | Miexi5 | 12 | 94 | 58 | 20 |

22
KCEVS-15-8 | 12 | 12 | -8 | 127 | Me2xd5 | 15 | 104 | 62 | 24 | 27

Fittings with standard O-ring seals can be used for temperatures from -40 °C up to +105 °C.
O-rings see section Eb. Special O-rings are available on request.

Approved fitting series for hose types, depending on size:
VS _FA35

m De-2 Catalogue 4400/UK




