High Pressure ParLock Fittings
DIN — Metric VS Series

1C Female Metric 24° - Swivel
Heavy Series with 0-Ring
90° Elbow
1ISO 12151-2-SWE-S - DKOS 90°

K1CVS-8-4 \ \ | 4 | 64 | Mi6x15 \ \ \ \
K1CVS-10-4 | 6 | 14 | -4 | 64 | Mi8x15 | 10 | 79 | 41 | 29 | 22
K1CVS-12-6 | 10 | 38 | -6 | 95 | Meoxi5 | 12 | 8 | 45 | 37 | 24
K1CVS-14-6 | 10 | 38 | 6 | 95 | M5 | 12 | 8 | 4 | 37 | 27
K1CVS-16-8 | 12 | 12 | -8 | 127 | M24x15 | 16 | 93 | 51 | 45 | 30
Fittings with standard O-ring seals can be used for temperatures from -40 °C up to +105 °C.
O-rings see section Eb. Special O-rings are available on request.
D2 Male Metric 24° - Rigid
Heavy Series - Straight
1ISO 12151-2-5-5 - CES
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KD2VS-12-6 6 M20x1.5
KD2VS-14-6 | 10 | 38 | -6 | 95 | M2x15 | 14
KD2VS-16-8 | 12 | e | -8 | 127 | M24x15 | 16

/S Series

Approved fitting series for hose types, depending on size:
VS _FA35
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