High Pressure
SAE

ParLock Fittings

V4/\6 Series

01 Male NPTF Pipe
Rigid - Straight
SAE J476A [ J516 - AGN

KO1Vv4-12-12 19 3/4 -12
KO1V4-16-16 25 1 -16
K01V4-20-20 31 11/4 -20
K01V6-20-20 31 11/4 -20
K01V4-24-24 38 11/2 -24
KO1V6-24-24 38 11/2 -24
K01V4-32-32 51 2 -32
K0O1V6-32-32 51 2 -32
03 Male JIC 37° - Rigid
Straight

1SO012151-5-S - AGJ

KO3Vv4-12-12 19 3/4 -12
KO3V4-16-12 19 3/4 -12
KO3V4-16-16 25 1 -16
KO3V4-20-16 25 1 -16
KO3V4-20-20 31 11/4 -20
KO3V4-24-20 31 11/4 -20
KO3V6-20-20 31 11/4 -20
KO3V4-24-24 38 1172 -24
KO3V6-24-24 38 11/2 -24
KO3V4-32-32 51 2 -32
KO3V6-32-32 51 2 -32

Approved fitting series for hose types, depending on size:

19.1
25.4
31.8
31.8
38.1
38.1
50.8
50.8

19.1
19.1
25.4
25.4
31.8
31.8
31.8
38.1
38.1
50.8
50.8

3/4-14
1-11 1/2
11/4-111/2
11/4-111/2
11/2-111/2
11/2-111/2
2-111/2
2-111/2

100
116.5
146
151
148.4
159
159.8
181

11/16x12
15/16x12
15/16x12
15/8x12
15/8x12
17/8x12
15/8x12
17/8x12
17/8x12
21/2x12
21/2x12

101
103
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139
139
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146
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38.3
43.9
58.2
60.2
55.3
62.7
62.3
70

39.3
41.3
441
49.5
50.7
51
56
52.6
60
64
72

Also available in stainless steel. Details can be found in CAT 4400.1/UK

V4 R42 R42TC R42ST R35 R35TC RS35TC R50TC FA35

V6 R35 R35TC RS35TC R42 R42ST R42TC RS0TC FA35 CEM69TC

Df-9

Catalogue 4400/UK

V4/\N6 Series



