High Pressure ParLock Fittings
Flange V4/NB Series

8A Flange - Straight
8000 psi :

K8AV4-12-10

| | | | | | | |
K8AV4-12-12 | 19 | 84 | 12 | 191 | 3/4 \ 132 \ 71 \ 41
K8AV4-16-12 | 19 | 84 | 12 | 191 | 1 \ 143 \ 82 \ 48
K8AV4-16-16 | 25 | 1 | -16 | 254 | 1 \ 148 \ 75 \ 48
K8AV4-20-16 | 25 | 1 | -16 | 254 | 11/4 \ 111 \ 39 \ 54
K8AV6-20-20 | 381 | 114 | 20 | 318 | 11/4 \ 190 \ 88 \ 54
8F Flange - 45° Elbow

8000 psi

K8FV4-12-10

| | | | | | | | |
K8FV4-12-12 | 19 | 84 | 12 | 191 | 3/4 \ 138 \ 76 \ 26 \ 41
K8FV4-16-12 | 19 | 34 | 12 | 191 | 1 \ 143 \ 81 \ 32 \ 48
K8FV4-16-16 | 25 | 1 | 16 | 254 | 1 \ 178 \ 105 \ 35 \ 48
K8FV4-20-16 | 25 | 1 | 16 | 254 | 114 | 178 \ 105 \ 35 \ 54
K8FV6-20-20 | 8 | 114 | 20 | 318 | 11/4 | 194 \ 103 \ 38 \ 54

ApprOVed fitting series for hose typesl depending on size: Also available in stainless steel. Details can be found in CAT 4400.1/UK
V4 R42 R42TC R42ST R35 R35TC RS35TC R50TC FA35
V6 R35 R35TC RS35TC R42 R42ST R42TC R50TC FA35 CEMé9TC

m Df-18 Catalogue 4400/UK




