
DIN C9     <tab>met_tube_ABW PART2 INCH SIZE MM METRIC TUBE A B W
KC9V5-14-6 10 3/8 -6 9.5 M22x1.5 14 69 23 27
KC9V5-16-8 12 1/2 -8 12.7 M24x1.5 16 79 26 30

DIN 0C     <tab>met_tube_ABEW PART2 INCH SIZE MM METRIC TUBE A B E W
K0CV5-14-6 10 3/8 -6 9.5 M22x1.5 14 99 50 20 27
K0CV5-16-8 12 1/2 -8 12.7 M24x1.5 16 1112 60 24 30

Part Number

Tube

Hose I.D. Thread O.D. A B W

DN Inch Size mm metric mm mm mm mm

Part Number

Tube

Hose I.D. Thread O.D. A B E W

DN Inch Size mm metric mm mm mm mm mm

C9 Female Metric 24° - Swivel
Heavy Series with O-Ring
Straight
ISO 12151-2-SWS-S – DKOS 

0C Female Metric 24° - Swivel
Heavy Series with O–Ring
45° Elbow
ISO 12151-2 - SWE -S – DKOS 45°

Fittings with standard O-ring seals can be used for temperatures from -40 °C up to +105 °C.
O-rings see section Eb. Special O-rings are available on request.

Fittings with standard O-ring seals can be used for temperatures from -40 °C up to +105 °C.
O-rings see section Eb. Special O-rings are available on request.

ParLock Fittings
V5 Series

High Pressure
DIN – Metric

Catalogue 4400/UKDg-2

V5

Approved fi tting series for hose types :
 R56TC


