MPI™ Medium Pressure Fittings
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MPI™ to SAE Male
0O-Ring Connector

T
Hex Threads
Inches Working
Parker MPI™ SAE* T w Pressure
Part No. Size End A B D Thread Hex (PSIG)
4-4 MP7HBA 1/4 1/4 1.90 43 .97 7/16 - 20 5/8 12,500
4-6 MP7HBA 1/4 3/8 1.94 A7 97 9/16 - 18 11/16 12,500
4-8 MP7HBA 1/4 1/2 1.97 .55 91 3/4-16 7/8 12,500
6-4 MP7HBA 3/8 1/4 2.41 43 1.35 7/16 - 20 3/4 12,500
6-6 MP7HBA 3/8 3/8 2.20 A7 1.10 9/16 - 18 3/4 12,500
6-8 MP7HBA 3/8 1/2 2.23 .55 1.05 3/4-16 7/8 12,500
8-4 MP7HBA 1/2 1/4 2.81 .43 1.69 7/16 - 20 1 12,500
8-6 MP7HBA 1/2 3/8 2.82 A7 1.66 9/16 - 18 1 12,500
8-8 MP7HBA 1/2 1/2 2.60 .55 1.36 3/4-16 1 12,500
9-6 MP7HBA 9/16 3/8 2.89 A7 1.67 9/16 - 18 11/16 12,500
9-8 MP7HBA 9/16 1/2 2.89 .55 1.59 3/4-16 11/16 12,500
All male o-ring ends for MPI™ fittings are heavy duty and comply with SAE J1926-2. This end has maximum thread engagement for strength and requires the
minimum full thread engagement specified in SAE J1926 for the female port. Standard 0-ring material is Nitrile #N0552-90.
Dimensions in inches are for reference only, subject to change.

M40HBMP7

Type “M” High Pressure Hose
to MPI™ Connector

Threads Hex

Inches Working

Parker HOSE* MPI™ T w Pressure
Part No. Adapter Size A B D Thread Hex (PSIG)
6-4 M40OHBMP7 -6 1/4 2.03 .50 1.03 9/16 - 18 5/8 15,000
6-6 M40OHBMP7 -6 3/8 2.45 .50 1.32 9/16 - 18 3/4 15,000
8-6 M40OHBMP7 -8 3/8 2.57 .63 1.32 3/4-16 13/16 15,000
8-8 M40HBMP7 -8 1/2 2.90 .63 1.59 3/4-16 1 15,000
8-9 M40HBMP7 -8 9/16 2.97 .63 1.59 3/4-16 1-1/16 15,000
10-4 M4OHBMP7 -10 1/4 2.39 .75 1.14 7/8-14 15/16 15,000
10-6 M40HBMP7 -10 3/8 2.72 .75 1.34 7/8-14 15/16 15,000
11-8 M4OHBMP7 -11 1/2 2.89 .63 1.58 1-12 1-1/16 15,000
11-9 M40HBMP7 -11 9/16 2.95 .63 1.58 1-12 1-1/16 15,000
11-12 M4OHBMP7 -11 3/4 3.59 .63 2.08 1-12 1-3/8 15,000
16-16 M4OHBMP7 -16 1 3.88 .63 213 1-5/16 - 12 1-3/4 12,500

* Adapts to Type “M” Swivel Hose Connection.

Dimensions in inches are for reference only, subject to change.
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