MPI™ Medium Pressure Fittings
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X42HT7 Inches Working
Medium Pressure to Parker Medium Pressure MPI™ T w Pressure
MPI™ Tube Stub Part No. Adapter Size Tube Stub | A Thread Hex (PSIG)
4-4 X42HT7 1/4 1/4 2.68 7/16 - 20 5/8 | 15,000
4-6 X42HT7 1/4 3/8 2.92 7/16 - 20 5/8 | 15,000
4-8 X42HT7 1/4 1/2 3.18 7/16 - 20 5/8 | 15,000
4-9 X42HT7 1/4 9/16 3.25 7/16 - 20 5/8 | 15,000
6-4 X42HT7 3/8 1/4 2.94 9/16 - 18 3/4 | 15,000
6-6 X42HT7 3/8 3/8 3.17 9/16 - 18 3/4 | 15,000
Th T 6-8 X42HT7 3/8 1/2 3.44 9/16 - 18 3/4 | 15,000
reads
6-9 X42HT7 3/8 9/16 3.50 9/16 - 18 3/4 | 15,000
9-4 X42HT7 9/16 1/4 3.25 13/16 - 16 7/8 | 15,000
9-6 X42HT7 9/16 3/8 349 | 13/16-16 7/8 | 15,000
9-8 X42HT7 9/16 1/2 3.75 13/16 - 16 7/8 | 15,000
9-9 X42HT7 9/16 9/16 3.81 13/16 - 16 7/8 | 15,000
9-12 X42HT7 9/16 3/4 416 | 13/16-16 7/8 | 15,000
12-9 X42HT7 3/4 9/16 4.00 | 3/4-14NPS |11/8 | 15,000
12-12 X42HT7 3/4 3/4 435 | 3/4-14NPS |11/8 | 15,000
Add “-Z6” to part number for part assembled with preset ferrules and nuts.
Dimensions in inches are for reference only, subject to change.
T7 HOA Inches Working
MPI™ Tube Stub Parker MPI™ SAE T w Pressure
to Male SAE O-ring Part No. Tube Stub | 0-Ring End | A B Thread | Hex (PSIG)
4-4T7THOA 1/4 1/4 225 A3 |7/16-20| 9/16 12,500
A ' 4-6 TTHOA 1/4 3/8 2.35| .47 |9/16-18| 11/16 12,500
= B.‘ 4-8 TTHOA 1/4 1/2 249| .55 | 3/4-16 7/8 12,500
) 6-4 T7THOA 3/8 1/4 248| 43 |7/16-20| 9/16 12,500
6-6 T7THOA 3/8 3/8 258 | .47 |9/16-18| 11/16 12,500
6-8 T7THOA 3/8 1/2 272| 55 | 3/4-16 7/8 12,500
W T 8-4 TTHOA 1/2 1/4 275| A3 |7116-20| 9/16 12,500
Hex Threads 8-6 T7HOA 1/2 3/8 2.85( .47 |9/16-18| 11/16 12,500
8-8 TTHOA 1/2 1/2 299| .55 | 3/4-16 7/8 12,500
9-4 T7THOA 9/16 1/4 2.81| .43 |716-20| 5/8 12,500
9-6 T7THOA 9/16 3/8 291| .47 |9/16-18| 11/16 12,500
9-8 T7THOA 9/16 1/2 3.05| .55 | 3/4-16 7/8 12,500
Add “-Z6” to part number for part assembled with preset ferrules and nuts.
* All male o-ring ends for MPI™ fittings are heavy duty and comply with SAE J1926-2. This end
has maximum thread engagement for strength and requires the minimum full thread engagement
specified in SAE J9126 for the female port. Standard 0-ring material is Nitrile #N0552-90.
Dimensions in inches are for reference only, subject to change.
M40HT7 Inches Working
Type “M” High Pressure Parker Hose* MPI™ T w Pressure
Hose Adapter to MPI™ Tube Part No. Adapter Size | Tube Stub | A Thread Hex (PSIG)
Stub 6-4 MAOHT7 -6 1/4 231 | 9/16-18 5/8 15,000
| 6-6 M40HT7 -6 3/8 2.55 | 9/16-18 5/8 15,000
T A 8-6 M40HT7 -8 3/8 274 | 3/4-16 | 13/16 15,000
Threads 8-9 M40HT7 -8 9/16 312 | 3/4-16 | 13/16 15,000
11-6 M4OHT7 -11 3/8 2.99 1-12 11/16 15,000
11-9 M40HT7 -11 9/16 3.31 1-12 11/16 15,000
11-12 M4OHT7 -11 3/4 3.66 1-12 11/16 15,000
w—" 16-12 M40OHT7 -16 3/4 391 (15M16-12| 13/8 15,000
Hex 16-16 M40OHT7 -16 1 451 (15M16-12| 13/8 12,500

Add “-Z6” to part number for part assembled with preset ferrules and nuts.
Dimensions in inches are for reference only, subject to change.
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