MPI™ Medium Pressure Fittings

MP7PC Inches Working
MPI™ Port Connector Parker MPI™ Tube | MPI™ Pressure
A Part No. Stub#1 |Port#2' | A K (PSIG)
! K | 4-4 MP7PC 1/4 1/4 | 269 | 223 | 15,000
M 4-6 MP7PC 1/4 38 | 203 | 240 | 15,000
6-6 MP7PC 3/8 38 | 317 | 264 | 15,000
6-8 MP7PC 3/8 12 | 343 | 268 | 15,000
6-9 MP7PC 3/8 916 | 350 | 275 | 15,000
8-8 MP7PC 12 12 | 370 | 295 | 15,000
9-9 MP7PC 9/16 916 | 382 | 3.07 | 15,000
9-12 MP7PC 9/16 34 | 417 | 332 | 15,000
12-12 MP7PC 3/4 34 | 452 | 367 | 15,000
12-16 MP7PC 3/4 1 512 | 407 | 12,500
16-16 MP7PC 1 1 574 | 470 | 12,500

" Assemble 1/4 to 1/2 turn from finger tight.

Add “-Z6” to part number for part assembled with preset ferrules and nuts.
Dimensions in inches are for reference only, subject to change.

NBMP7 Inches Working
45° MPI™ Union Elbow Parker MPI™ w Pressure
Part No. Size A C L Th'k (PSIG)

4-4 NBMP7 1/4 2.56 1.50 1.38 5/8 15,000

6-6 NBMP7 3/8 3.10 1.81 1.63 3/4 15,000

8-8 NBMP7 1/2 3.76 2.18 2.13 1 15,000

L 9-9 NBMP7 9/16 3.82 2.24 2.13 1 15,000
12-12 NBMP7 3/4 4.76 2.82 2.63 13/8 15,000

Dimensions in inches are for reference only, subject to change.
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